
Get a longer lifespan and more design possibilities with our steel upgrade on the popular Board & Batten 
cladding panel. The integrated battens provide long clean lines and the shadows they create add dimension 
and interest to any building design, especially when paired with our Textured Colour Series. The panel comes in 
two coverage widths: 9-3/4” &  13-1/2” with a 2-1/4” long batten at a depth of 1/2”,  keeping it flush with other 
popular cladding profiles.   Easy installation with a clip system, and no exposed fasteners makes this a simple 
yet stylish cladding option for residential and commercial applications.  

Vertical Hidden Fastener Steel Cladding Panel
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CLADDING



Board & Batten

Available 24 Gauge Colours:

Bright White White White Bone White Iceberg Stone Grey Tan Bright Red

Tile Red CarbonDark Brown Black Charcoal Regent GreyDark  Red 

Melchers Green

Coffee Brown

Heron Blue Slate Blue

Sapphire Blue Royal Blue

Wicker Hickory

Oxford Blue

Buckskin

Saddle
Woodgrain PVDF

Autumn
Woodgrain PVDF

Frontier
Woodgrain PVDF

Gunstock
Woodgrain PVDF

Espresso
Woodgrain PVDF

Barnboard
Woodgrain PVDF

Concrete
SMP

Rustic
SMP

Light Pine
Woodgrain SMP

Graphite
Textured

Burnished Slate
Textured

Onyx Black
Textured

Arctic White
Textured

(403) 553-3309  |   orders@formasteel.ca

FORMASTEEL.CA

Specifications

Wall Coverage: 13-1/2”

Fasteners: Hidden

Panel Length: Up to 26’10”  |  Minimum Length: 62” 

Cut Charge on Lengths from 24” to <62” 

Available in 24 Specialty Finshes Only

Installed on a floating clip system, ideal for thermal 
expansion and contraction

Please note: Custom Lengths Should be Ordered in
Multiples of 3

Recommended to Install on Minimum Solid Substrate
of 1/2” Plywood

Specifications

Wall Coverage: 9-3/4”

Fasteners: Hidden

Panel Length: Up to 26’10”  |  Minimum Length: 62” 

Cut Charge on Lengths from 24” to <62” 

Available in 24 Gauge Standard  & Specialty Colours

Installed on a floating clip system, ideal for thermal 
expansion and contraction

Please note: Custom Lengths Should be Ordered in
Multiples of 4

Recommended to Install on Minimum Solid Substrate
of 1/2” Plywood

Dark Walnut
Woodgrain SMP

CLADDING


